Albiral

8.4” Composite/Data monitor,

special cabinet to integrate on furniture

Ref: 0840F01MF VW AL

GENERAL SPECIFICATIONS INPUTS & OUTPUTS
LCD type 8.4” TFT Active Matrix Data input RGB SubD 15 (1 input)
Cabinet Special cabinet to integrate on Video input RCA video composite (1 input 1Vpp
furniture 75Q)) / S-VIDEO Mini din 4

Controls Digital controls (1 input)
DISPLAY ELECTRICAL
Brightness 450cd/m?2 Power supply 100-240 Vac, 50/60Hz,
Contrast ratio 350:1 12Vdc-3.33A
Resolution (dots) SVGA 800(W) x 600(H) Power consumption 40W
Pixel 0.213(W) x 0.213(H) mm
Viewing angle 1200(H) / 100e(V) MECHANICAL
Viewing area 170.4(W)x 127.8(H) mm Dimensions 254.4(W)x150.5(H)x34(D)mm
Lamp life 50,000hrs VESA 7%

OTHER

Response time 35ms Tr+Tf

Temperature Operating +0°C ™~ +50°C,

Specifications subject to change without previous notice. Albiral is a registered brand by ALBIRAL DISPLAY SOLUTIONS SL

Storage -20°C ~ +60°C
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